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Wymiary montazowe silnikow z tarcza kolnierzowa B14
Mounting dimensions for motors with flange B14

Bl4
Typ D,DA | E,EA | F,FA |GA,GC[ Kolnierz
Type Fange | M | N [P |s|La|T
[mm]
) B14/C160 | 130 | 110j6 | 160 M8 ] 10 | 3.5
PSKh 90 ... 246 | 50| 80O 1 27.0 e T 115 | 9516 (140 M8 | 10 | 3.0
) B14/C200 | 165 | 13056 | 200 [M10] 12 | 3.5
PSKe 1001 286 |60 | 809 | 310 oo ey 0130 TT10j6 | 160 M8 | 12 | 3.5
) B14/C200 | 165 | 1306 | 200 [M10] 12 | 3.5
PSKe 112 | 286 | 60 | 809 | 310 oo ey 0130 TT10j6 | 160 M8 | 12 | 3.5
B14/C250 | 215 | 1806 | 250 |[M12] 12 | 4.0
PSKe 132... | 38K6 |80 1009 | 410 =ra e 0T 765 1306 ] 200 [M10] 12 | 3.5
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Wymiary gabarytowe silnikow z tarcza kolnierzowa B14
Overall dimensions for motors with flange B14

Typ AC|BL|d1d1|HB| L |LC]| ¢ Md Lozysko nr

Type [mm] Bearing No
PSKh 90L-2.4 185 15| M8 [130]354]409] - [ M20x15| 620522
PSKh 90L-6 185] 15| M8 [130]330]385] - [ M20x15| 620522
PSKg 100L-2.6,6A 206 | 20 [ M10 [ 140 [376 [441 ] - | M20x 15| 620622
PSKg 100L-4 206 [ 20 [ M10 [ 140 [411J476 [ - [ M20x15 ] 620622
PSKg 112M-2,6.8 24520 [ M10 | 164 [ 384 449 [257] M25x 1.5 | 630622
PSKg 112M-2A2B4A  [245] 20 [ M10 [ 164 [411 [476 [257] M25x1.5 | 630622
PSKg 1328-2 274 | 40 [ M12 [ 178 [ 531 [ 617 [284| M25x 1,5 | 630827
PSKg 132M-2.2A.4.4A6 274 [ 40 [ M12 [ 178 [ 531 [617 [284] M25x 1.5 | 630822
PSKg 132M-8 274 | 40 [ M12 | 178 [ 501 | 587 [284| M25x 1,5 | 630827

Wymiary silnikéw kolnierzowych na lapach IM B34 (oprocz tarczy kolnierzowej) —
patrz tabele dla IM B35 na stronie 6
Dimensions for foot-flange motors IM B34 (except flange shield) — see tables for IM B35 on page 6

Wymiar AB dla silnikow wielkosei 132 z tapami odlewanymi wraz z korpusem wynosi 260 mm.

As to motors of size ,,132” the dimension AB amounts to 260 mm in case the feet are together with frame casted.
Formy wykonania:

B 1M 3601, IM 3611, IM 3631 - wg IEC 34-7, PN-EN 60034-7

B 1M B14 - wg IEC 34-7, PN-EN 60034-7

Mounting forms:

B 1M 3601, IM 3611, IM 3631 - per PN-EN 60034-7

B 1M B14 - per IEC 34-7, PN-EN 60034-7



