2004-08-18 KK-25/01 Edycja s Strona 6 z 6
Wymiary montazowe silnikow kolnierzowych na lapach
Mounting dimensions for foot-flange-mounted motors
Typ Al B[ C[DDA[EEA|FRFA|GAGC[H|[ K |M]| N [P [S]|T
Type [mm]
SEEL 90S ... 140 [ 100 [ 56 | 24j6 | 50 | 8h9 | 27.0 [ 90 [ 10 [165] 1306 [200]12] 3.5
SEEL 90L ... 140 [ 125 56 | 24j6 | 50 | 8h9 | 27.0 [ 90 [ 10 [165] 1306 [200]12] 3.5
SEEL 100L ... [160[140] 63 [ 286 | 60 | 8ho | 310 [100] 12 [215]180j6 [250[ 15 4.0
SEEL 112M .. [ 190 [ 140 | 70 | 28j6 | 60 | 8ho | 310 [112] 12 [ 215]180j6 [250 [ 15| 4.0
SEEL 132S .. [216[140] 89 [38k6 | 80 [10no | 410 [132] 12 [265]230j6 [300]15] 4.0
SEEL 132M ... [216 [ 178 | 89 | 38k6 | 80 [ 10n9 | 410 [132] 12 | 265 ]230j6 |300( 15[ 4.0
SEEL 160M ... [254 [210 [ 108 [42k6 | 110 [ 1200 | 450 [160] 15 [ 3002506 [350[19] 5.0
SEEL 160L ... [ 254 [ 254 | 108 | 42k6 | 110 [ 1209 | 450 [ 160 15 | 300 | 250j6 |350 [ 19 5.0
SEEL 180M .. [279 241 [ 121 [48k6 | 110 [ 1409 | 515 [180] 15 [ 3002506 [350[19] 5.0
SEEL 180L ... [279 [ 279|121 | 48k6 | 110 [ 14nh9 | 515 [ 180 15 | 300 | 2506 |350 [ 19 ] 5.0
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Wymiary gabarytowe silnikow kolnierzowych na lapach
Overall dimensions for foot-flange-mounted motors
Typ AA|AB|BB|BL|CA|dl,&2[HA|HD| L JLA[LC] g Md Loiysko nr
Type [mm] Bearing No
SEEL 90S-2.4 50 J170 [ 153] 15 [133] M8 | 10 [220]330] 8 |38 - [ M20x15 | 620527
SEEL 90L-2 50 [170[153] 15 [108] M8 [ 10 [220[330] 8 [389] - [ M20x15 [ 620527
SEEL 90L-4 50 [170 (153 15 [129] M8 [ 10 [220]355] 8 J410] - [ M20x1.5 [ 620527
SEEL 100L-2, 4A 45 [200]172] 20 [162 | Mi10 | 14 J240 420 11 [485] - [ M20x1.5 | 620627
SEEL 100L-4B 45 [200]172] 20 182 Mi10 | 14 [240[440] 11 [505] - [ M20x1.5 | 620627
SEEL 112M-2 54 1230174 20 [119] M10 | 14 [276 [384 ] 12 J449[257] M25x1.5 | 630627
SEEL 112M-4 54 1230174 20 [146 [ M10 | 14 [276 [411] 12 [476 [257] M25x1.5 | 630627
SEEL 132S-2A 56 [278182] 40 [160] M12 | 16 [310[463 ] 12 [549[284] M25x1.5 | 630827
SEEL 132S-2B.4 56 12782201 40 [198 ] M12 | 16 [310[501 ] 12 [587[284] M25x1.5 | 630827
SEEL 132M-4 56 12782201 40 [160] M12 | 16 [310]501] 12 [587[284] M25x1.5 [ 630827
SEEL 160M-2A2B4 | 60 |305[256] 40 [200] M16 | 20 [370] 612 13 | 738 (350 M40x1.5 | 630927
SEEL 160L-2.4 60 |305]300] 40 [200] M16 [ 20 [370]656] 13 [ 782]350] M40x1.5 | 630927
SEEL 180M-2.4 70 350 ]320] 40 [243 | M16 [ 26 [408[705] 13 [825[358] M40x1.5 | 631127
SEEL 180L-4 70 3501320 40 [205] Mi16 [ 26 [408[705] 13 [825[358] M40x1.5 | 631127

Producent zastrzega sobie prawo zmian wymiaréw gabarytowych przedstawionych w katalogu.

The manufacturer reservs the right to modify the overall dimensions of the products shown in this catalogue.

Wymiar AB dla silnikow wielkosci 132 z tapami odlewanymi wraz z korpusem wynosi 260 mm.
As to motors of size ,,132” the dimension AB amounts to 260 mm in case the feet are together with frame casted.

Formy wykonania:

IM 2001, IM 2011, IM 2031 - wg PN-EN 60034-7:1998

IM B35, IM V15, IM V36 - wg DIN IEC Teil 7

Mountimg forms:

IM 2001, IM 2011, IM 2031 - per PN-EN 60034-7:1998

IM B35, IM V15, IM V36 - per DIN IEC Teil 7




