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Wymiary montazowe silnikow kolnierzowych
Mounting dimensions for flange-mounted motors
Typ D,DA|EEA|FFA|GAGCI M| N [P s [T
Type [mm]
SKh 90S ... 24i6 | 50 | 8ho | 27.0 |165]130i6]200] 12 | 3.5
SKh 90L ... 24i6 | 50 | 8ho | 27.0 |165]130i6]200] 12 | 3.5
SKg 100L ... 28i6 | 60 | 8ho | 31.0 [215]180j6]250] 15 | 4.0
SKg 112M ... 28i6 | 60 | 8ho | 31.0 [215]180j6]250] 15 | 4.0
SKg 1328 ... 38k6 | 80 | 10h9 [ 41.0 | 265]230i6[300] 15 [ 4.0
SKg 1328-2B 38k6 | 80 | 10h9 [ 41.0 | 265]230i6[300] 15 [ 4.0
SKg 132M ... 38k6 | 80 | 10h9 [ 41.0 | 265]230i6[300] 15 [ 4.0
SKg 160M ... 42k6 | 110 | 1209 | 450 [ 300 | 250i6]350] 19 | 5.0
SKg 160L ... 42k6 | 110 | 1209 | 450 [ 300 | 250i6]350] 19 | 5.0
SKg 180M ... 48k6 | 110 | 1409 | 51.5 [ 300 | 250i6]350] 19 | 5.0
SKg 180L ... 48k6 | 110 | 1409 | 515 [ 300 | 2506 |350] 19 | 5.0
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Wymiary gabarytowe silnikéw kolnierzowych
Overall dimensions for flange-mounted motors
Typ AC|BL |ar,a2|HB| L |LA[LC] ¢q Md Loiysko nr
Type [mm] Bearing No
SKh 90S ... 185] 15 | M8 [130]305] 8 [360] - | M20x15 6205 27.
SKh 90L ... 185] 15 | M8 [130]330] 8 [385] - | M20x15 6205 27.
SKg 100L ... [206] 20 | M10 [140]376] 11 [441] - | M20x15 6206 27.
SKg 112M ... [245] 20 | M10 [ 164|384 | 12 [449]257] M25x1.5 6306 27.
SKg132S ... [274] 40 | Mi12 [ 178463 | 12 [549]284] M25x1.5 6308 27

SKg 1328-2B | 274 | 40 | M12 [ 178 | 501 | 12 | 587 {284 | M25x 1.5 6308 27

SKg 132M ... |274] 40 | M12 [ 178 | 501 | 12 | 587 {284 | M25x 1.5 6308 27

SKg 160M ... |323] 40 | M16 [210| 612 13 | 738350 | M40x 1.5 6309 27

SKg 160L ... 323140 | M16 [210]656| 13 [782]350| M40x 1,5 6309 27
SKg 180M ... 360 | 40 | M16 | 228 [705] 13 | 825|358 M40x 1,5 6311 27
SKg 180L ... 360 40 | M16 [228 1705 13 [825]358| M40x 1,5 6311 27
Formy wykonania:

IM 3001, IM 3011, IM 3031 - wg IEC 34-7, PN-EN 60034-7
IM BS5, IM V1, IM V3 - wg IEC 34-7, PN-EN 60034-7
Mounting forms:

IM 3001, IM 3011, IM 3031 - per IEC 34-7, PN-EN 60034-7
IM BS, IM V1, IM V3 - per IEC 34-7, PN-EN 60034-7




